	
	

	
	

	
	

	From:   
	Eileen Singleton <esingleton@BALTOMETRO.ORG> 

	
	

	Subject:   
	question about ramp / road location 

	
	


I am in search of information related to providing a location reference to drivers to help them provide more accurate location information to responders (if they are stopped on the road or if they see someone stopped). This is especially important in work zones, where routes may change periodically or the road is split and vehicles can travel on both sides of a workzone / median. Have any of you done anything to help designate which lane / ramp / side a driver is on (using signs, paint, etc.)? 

	
	

	
	

	
	

	From:   
	"Michael L. Pack" <packml@UMD.EDU> 

	
	

	Subject:   
	Re: question about ramp / road location 




The attached report may be of some help. You can also look at these links for more info: 

http://www.i95coalition.org/i95/Portals/0/Public_Files/pm/scope/102.pdf http://www.i95coalition.org/i95/Portals/0/Public_Files/pm/reports/summary377.pdf http://www.i95coalition.org/i95/Portals/0/Public_Files/pm/reports/full376.pdf http://www.i95coalition.org/i95/Portals/0/Public_Files/pm/reports/full408.pdf 

	
	

	
	

	
	

	From:   
	"Zahul, Kathy" <kzahul@DOT.GA.GOV> 

	Subject:   
	Re: question about ramp / road location 




I have attached a study that may also be of some use. It was completed by The Center for Advanced Transportation Technology Laboratory for the I-95 Corridor Coalition. Some of the sign ideas that came from this research are attached. None of them have been used here in Georgia. 

http://www.cattlab.umd.edu/I-95_Final_Report_March31-2008.doc 

	
	

	
	

	
	

	From:   
	"Townend, John" <townend@TURNPIKE.STATE.NJ.US> 

	Subject:   
	Re: question about ramp / road location 

	
	

	
	


The New Jersey Turnpike Authority uses mile markers that are spaced every 1/10 of a mile on both the New Jersey Turnpike Authority and the Garden State Parkway. Those markers are routinely referenced by the personnel in the Statewide Traffic Management Center to determine the location of incidents being called in by motorists. 

________________________________ 

	
	

	
	

	
	

	From:   
	Alvin Marquess <AMarquess@SHA.STATE.MD.US> 

	Subject:   
	Re: question about ramp / road location 

	
	

	
	


The I 95 Corridor Coalition did a study on milepost and ramp designation markers. We are using some of the results of this study in the signing being installed as part of the WW. Bridge project. The main purpose is for folks to be able to relay their location quicker and more accurately to public safety. With the many new ramps and new configurations with multiple barrells we are hoping this will be a success. if you need more give me a call. 

________________________________ 

	
	

	
	

	
	

	
	

	
	

	From:   
	Braam Geldenhuys <braamg@BAKWENA.CO.ZA> 

	Subject:   
	Re: question about ramp / road location - South African edition 




Just to add a little bit of a South African flavour. 

Road safety - How to read the "blue boards" 

In an emergency it is important to know exactly where you are located on the route so that you can tell the emergency services where to find you. The faster the emergency services can find an incident the better they can respond. 

There are small unique blue marker boards, such as the one shown below, located every 200 meters along the Bakwena N1N4 Toll Highway providing you with a reference point that can be communicated to the emergency services so that they can find you quickly. 

All National routes are divided into sections and 200 m sub-sections. By communicating the information on the nearest blue marker board, you will be letting the emergency services know, within 100 m accuracy, where you are along the route as the information provided on the boards tells you: 

· which national route you are on; 

· which section of that National route you are on; 

· which 200m sub-section of the route you are on. 

As an example the board pictured above indicates you are on the N1, in Section 22, 0.2km from the start of Section 22 travelling in a Southerly direction. 

On double carriageway roads there are blue marker boards in each direction of the road. 

on dual carriageways the N/S or E/W differentiates 

